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Electromechanical 
rotating sirens

Electronic sirens

Electromechanical sirens 
of great power
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Microwatt The cheapest siren of rotating series, 

made with black abs plastic. 

It can be built in or hung on the wall. 

It has 10W or 30W power. Il also has 

12V or 24V Dc or AC power supply.

 

It is the ideal siren for electrical pan-

els, roundabouts and toys.

Small electromechanical sirens
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Weight: kg. 0,125
 

kg. 0,140 kg. 0,145
 

kg. 0,130

Audibility:  
you can see table p. 6
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Share space in mm
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Weight: kg. 1,900
 

kg. 2,000 kg. 2,100

Miniwatt
Small electromechanical sirens

The mini-watt electro-sirens series 

essential prerogatives are: small 

size, exceptional acoustic perform-

ance and low consumption.

Essential wherever you require safe 

and excellent performance and any 

need for concealment.

Their ideal application is in anti-

theft equipment, switchboards or 

any emergency signals.

Audibility:  
you can see table p. 6
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MS.6.95 Electro-siren made in ABS and F.V. 

nylon built with equivalent technical 

to pressure-die-casting sirens to get 

a good performance with reason-

able costs.

Applications for anti-theft systems, 

fire prevention, construction sites, 

industry and emergency signals in 

general. 

Medium-sized electromechanical sirens

No
m

in
al

 te
ns

io
n

V

12 AC/DC

24 AC/DC

125 AC/DC

230 AC/DC

Cu
rre

nt
 re

gi
m

e

A

3,35

1,6

0,48

0,26

Ab
so

rp
tio

n

W

 
40

 
60

 

 

 112

1m
 so

un
d 

le
ve

l

dB
 A

-S
PL

Ac
ou

st
ic 

fre
qu

en
cy

 

Hz

 

 

 1300

In
te

rm
itt

en
t s

er
vic

e 
 

m
in

.

 

 

 15

Iso
la

tio
n 

cla
ss

  e
ng

in
e/

m
ot

ive

 

 

 E

 

 

 44

De
gr

ee
 o

f p
ro

te
ct

io
n 

en
gi

ne
/m

ot
ive

 IP

De
gr

ee
 o

f p
ro

te
ct

io
n 

en
gi

ne
/m

ot
ive

 IP

 

 

 14

Share space in mm

15.02.001 C
15.03.001 C
15.45.001 C
15.46.001 C

M
S.

6.
95

wi
th

 cl
am

p

Weight: kg. 0,600

Audibility:  
you can see table p. 6
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MS1.45
Medium-sized electromechanical aluminium sirens

Electro-siren characterized by a high 

sound pressure in relation to the 

maximum electricity consumption.

They are suitable for boats, trucks, 

industrial installations or external 

equipment for anti-theft and fire.

Casing made of pressure-die-cast-

ing aluminium alloy; base in ABS 

and  protective hat in anodized alu-

minium.

The version for motorboats the 

aluminium alloy parts treated with 

epoxy paint.

The cap is copper chromate to with-

stand weather. 
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Share space in mm
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Audibility:  
you can see table p. 6
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MS2.114
Large electromechanical aluminium sirens

Electro-sirens of great acoustic 

power with excellent performance 

in relation to a very low power con-

sumption.

They are suitable for boats, trucks, 

industrial installations or external 

equipment for anti-theft and fire.

Casing made of pressure-die-cast-

ing aluminium alloy, base in ABS 

and protective hat in anodized alu-

minium.

In the version for motorboats the 

aluminium alloy parts treated with 

epoxy paint.

The cap is copper chromate. 

Audibility:  
you can see table p. 6
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Elso A - RC
Sat 5T - Autosat

Electronic sirens for indoor and outdoor
Elso electronic sirens are used only 

for indoor use, while RC and SAT se-

ries are suitable both for internal and 

external use because they’re totally 

insensitive to moisture.

They can be applied on cars, motor-

cycles and installed in alarm systems 

or communications. 

All sirens allow the execution of 5 

different modulations of sound. 

Autosat model is powered by inter-

nal 12V recharged pad battery.

Audibility: you can see table p. 6
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BITONAL: 440Hz / 0,4s alternate 
554Hz / 0,1s.

YELP: rump up and down fast from 
650 to 1600Hz.

WAIL: rump up and down slowly 
from 650 to 1600Hz.

INTERMITTENT: 554Hz 1s ON - 1s 
OFF.

FIXED NOTE: 554Hz continuous

Selectable sounds
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ELSO 5T A

RC - 5T     -     RC 121

SAT - 5T     -     AUTOSAT
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Cod. 31.00.007 

PC cap directs the sound down. 
It’s particularly useful when the siren is installed on pole in a high position 
from the ground. It’s made of glass fibre.

It’s used for all the three phase D models. 

Cod. 37.00.002

It has a hot-dip galvanized steel support for the installation of sirens on 
ceiling board and building roofs through Ø 110 mm pole.

Without modulator  MP14-S: With modulator  MP14-S:
Cod. 24.26.001 B  per 340/DM  Cod. 24.26.007 B  per 340/DM
Cod. 24.28.001 B  per 340/D Cod. 24.28.004 B  per 340/D
Cod. 24.28.002 B  per 400/D Cod. 24.28.005 B  per 400/D
Cod. 24.28.003 B  per 450/D Cod. 24.28.006 B  per 450/D
Locker starting siren, with remote-control switch, circuit protection and 
possible modulator.

60° angle
Siren with Pc cap  with down sound diffusion.

30° angle 
Siren with normal cap siren with horizontal sound diffusion.

Cupboard
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Three-phase
Electromechanical sirens of great power
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Industrial sirens of great acoustic 

power. They’re omnidirectional and 

made of aluminium castings.

They’re suitable for industrial instal-

lations or alerting systems in very 

vast areas. 

They’re especially protected against 

the atmospheric conditions. 
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Directional siren made of alumin-

ium. 

Protected by a front patented panel 

made of stainless steel network.

It’s suitable for installations over 

dams. Audibility from m. 1500. 

It has characteristics corresponding 

to 1125 ministerial circular.

Directional 

Three-phase

Electromechanical sirens of great power
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MP-14-S
Programmable electronic modulator 

1�

Mp 14-S modulator is ideal to 

steer single-phase and three-phase 

remote-control-switch sirens, get-

ting the classic “wail”, “intermittent 

wail”, “continuous intermittent” 

and  “continuous”. 

Designed specifically for electrome-

chanical sirens of great power.

It can achieve the modulation 

required by 1125 ministerial circular.

It’s enclosed in a case for omega 

guides which makes it an easy appli-

cation in standard frameworks.
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