
MCH 13 ET COMPACT
MCH 16 ET COMPACT

PUMPING UNIT MCH 13   MCH 16    
CODE  SC000201 (230V-50Hz) SC000261 (230V-50Hz)
  SC000202 (230V-60Hz) SC000262 (230V-60Hz) 
  SC000200 (400V-50Hz) SC000260 (400V-50Hz) 
  SC000209 (440V-60Hz) SC000271 (440V-60Hz)
DRIVEN BY ELECTRIC MOTOR THREE-PHASE   THREE-PHASE  
CHARGING RATE 235 L/min - 14,1 m3/h  315 L/min - 18,9 m3/h 
FILLING TIME CYLINDER 10 L 0-200 bar 8’30”	 	 	 6’20”   
WORKING PRESSURE 225 - 330 bar / 3200 - 4700 Psi 225 - 330 bar / 3200 - 4700 Psi
POWER  4 Kw (230/400 V - 50/60 Hz) 5,5 Kw (230/400 V - 50/60 Hz) 
  (440/480 V - 60 Hz) (440/480 V - 60 Hz) 
DIMENSION   HEIGHT 90 cm / 35.4” HEIGHT 90 cm / 35.4”
  WIDTH 93 cm / 36.6” WIDTH 93 cm / 36.6”
  DEPTH 64 cm / 25.1” DEPTH 64 cm / 25.1”
DRY WEIGHT 153 Kg / 337 lbs  163 Kg / 4359 lbs 
NOISE  71,9 dB ISO 3746  74,5 dB ISO 3746

RPM  1370   1570

06

STANDARD ACCESSORIES 
> AUTOMATIC CONDENSATE 
  DRAIN          
> ELECTRIC SWITCHBOARD 
  WITH HOURMETER
> AUTOSTOP
     


